
architectural lightingLED Wallwasher trimless
Data Sheet 12970.

Luminaire-Type
LED-Type
Colour temp
Driver
Finish colour
Reflector

article number configurator

Round LED Wallwasher
› Recessed housing made of sheet steel
› Filigree frame for mounting in platerboard ceiling cut-outs
› Powder-coated surface
› Aluminium reflector (AL99.99), highly polished
› Soft, pleasant appearance with diffuser glass

› LED COB-Array, L90/B10 - 50000 h
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Trimless

 LED-Type Colour temp Driver Finish Colour Reflector

 LED-Type Colour temp Driver Finish Colour Reflector

plastering frame 1-flame
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› High Flux LED-Typ 17 23 W
› Ultra Flux LED-Typ 18 33 W

Luminous flux High Efficiency (CRI > 82)

  2700 K 3000 K 3500 K 4000 K
LED-Typ 17 2520 lm 2680 lm 2750 lm 2750 lm
LED-Typ 18 3650 lm 3880 lm 3970 lm 3980 lm

  17 27 = 2700 K 02 = EVG 20 = nach RAL asymm.
  18 30 = 3000 K 03 = 1-10V 23 = Luna-Silver 
   … 35 = 3500 K  10 = DALI 30 = matt black 
   40 = 4000 K  15 = DMX 32 = matt white

  17 27 = 2700 K 02 = EVG 20 = nach RAL asymm.
  18 30 = 3000 K 03 = 1-10V 23 = Luna-Silber 
   … 35 = 3500 K  10 = DALI 30 = schwarz m. 
   40 = 4000 K  15 = DMX 32 = weiß matt
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